
zehnder charleston



Side connection

Distance between sections 46 mm

Charleston Completto

2 columns 3 columns 4 columns 5 columns 6 columns

H = Height (mm)

L = Length (46 mm per section)

T = Depth (mm)

N = connection spacing (mm)

zehnder charleston

The Zehnder Charleston tube-type radiator first appeared in 1930

and today it is considered to be a design classic. German quality.

Graceful appearance. Clarity of lines And excellent indoor climate

by the virtue of high degree of radiant heating. For better well-being,

without drafts and columns of dust.

Unique selection of Zehnder Charleston radiators for independent

heating systems.

For any room. Tall, slender, or very low-profile. Curved and angled

shapes.

Over 700 colours from RAL catalog or clear Technoline lacquer are

available for you to choose from. Fast and simple installation.

Various connection options allow installation in existing systems as

well as in brand new ones.

Material - steel, pipe Ø 25 mm

Wall thickness - 1.5 mm

Coating: enamel (colour selection shown in Zehnder catalog), 

clear lacquer (Technoline)

Pressure Oper. Test

From 2 to 4 columns 12 bar 15.6 bar

From 5 to 6 columns 10 bar 13.0 bar

High pressure models 18 bar 24 bar

Completto assembly 10 bar 13.0 bar

Temperature of heat transfer medium max 120 ºC

Bottom connection

Distance between sections 46 mm

5021

HN

105

*

31 31

T

2

T

2

2-column From 3 to 6 columns



zehnder charleston

Made to order:

• angled radiators (for inside or outside corner)

• curved radiators (for inside or outside radius)
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Bench radiators

Warmth and practicality, all at the same time - Zehnder Charleston

benches combine such qualities as functionality and design, being

at the same time the source of heat and a comfortable seat.

Zehnder Charleston Relax

• is supplied with a finished wooden seat (all-veneer plywood)

• the elements are located vertically

• integrated thermal valve, bottom connection

• two models, 435 mm high, seat length 800 and 1000 mm

Zehnder Charleston Bank

• supplied without a seat

• the elements are located vertically

• available in three different depths (4, 5, or 6 columns)

• radiator height without the seat – 430 mm

• length from 1012 to 2300 mm

• curved and angled models

Zehnder Bank-Radiator

• supplied without a seat

• the elements are located horizontally

• available in three different depths (4, 5, or 6 columns)

• radiator height without the seat from 469 to 653 mm

• length from 1200 to 3000 mm

At the heart of Zehnder Charleston Bank, Zehnder Bank-Radiator,

Zehnder Charleston Relax radiator is the Zehnder Charleston radia-

tor. You may select a finish for your radiator bench from among over

700 colours in the RAL catalog. 
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6-column

depth – 210 mm

2037 370 36 3037 370 48

2057 570 54 3057 570 72

6019 190 52

6026 260 67

6030 300 77

6035 350 89

6040 400 101

6045 450 112

6050 500 124

6055 550 135

6060 600 147

6075 750 180

6090 900 210

6100 1000 231

6110 1100 250

6120 1200 265

6150 1500 323

6180 1800 383

6200 2000 422

6220 2200 461

6250 2500 520

6280 2800 577

6300 3000 618

5-column

depth – 173 mm

5019 190 44

5026 260 56

5030 300 64

5035 350 75

5040 400 85

5045 450 95

5050 500 104

5055 550 114

5060 600 123

5075 750 151

5090 900 177

5100 1000 194

5110 1100 210

5120 1200 226

5150 1500 276

5180 1800 327

5200 2000 360

5220 2200 394

5250 2500 443

5280 2800 493

5300 3000 528

4-column

depth – 136 mm

4019 190 35

4026 260 46

4030 300 52

4035 350 60

4040 400 69

4045 450 77

4050 500 84

4055 550 92

4060 600 100

4075 750 122

4090 900 143

4100 1000 157

4110 1100 169

4120 1200 185

4150 1500 227

4180 1800 269

4200 2000 295

4220 2200 323

4250 2500 364

4280 2800 406

4300 3000 434

3-column

depth – 100 mm

3019 190 25

3026 260 35

3030 300 40

3035 350 46

3040 400 52

3045 450 58

3050 500 64

3055 550 70

3060 600 76

3075 750 93

3090 900 109

3100 1000 119

3110 1100 129

3120 1200 144

3150 1500 176

3180 1800 210

3200 2000 231

3220 2200 252

3250 2500 284

3280 2800 316

3300 3000 338

2-column

depth – 62 mm

Model Installation

height

(mm)

Capacity

(W)

Model Installation

height

(mm)

Capacity

(W)

Model Installation

height

(mm)

Capacity

(W)

Model Installation

height

(mm)

Capacity

(W)

Model Installation

height

(mm)

Capacity

(W)

2019 190 18

2026 260 26

2030 300 29

2035 350 34

2040 400 39

2045 450 43

2050 500 48

2055 550 52

2060 600 56

2075 750 69

2090 900 80

2100 1000 87

2110 1100 93

2120 1200 103

2150 1500 130

2180 1800 156

2200 2000 174

2220 2200 190

2250 2500 215

2280 2800 238

2300 3000 253

Stock models (connection spacing 300 and 500 mm)

Zehnder Charleston radiator connection types 

Standard connections (no additional cost 1/4“, 3/8“, 1/2“, 3/4“, 1“ (1 inch for 3- to 6-column models):

Standard connections (made to order, for an additional cost) 1/4“, 3/8“, 1/2“, 3/4“

Other connection types are also possible (see technical documentation)

Heat capacity per section of Charleston radiator with 

parameters of heat transfer medium: 90/70/20°C
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Zehnder Group Zehnder Group

Export Division Export Division

Information Office Information Office

Almweg 34 7, rue Jean Mermoz

D-77933 Lahr F-91031 Evry Cedex

Tel. +49 (0) 7821 586 392 Tél 33 1 69 36 16 15

Fax +49 (0) 7821 586 406 Fax 33 1 69 36 15 33

zehnderexport@zehndergroup.com export@zehndergroup.com
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